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METHOD FOR ESTABLISHING A COMMUNICATION CONNECTION 
BETWEEN TWO OR MORE USERS VIA A NETWORK OF 
5 INTERCONNECTED COMPUTERS 

FIELD OF INVENTION 

The present invention relates generally to methods for establishing a communication channel between 
two or more users, and, in particular, call center methods for establishing a real-time communication channel 
10 between one or more users to a central processing center. 

BACKGROUND 

Under the concepts and software applications of the prior art, two users wishing to communicate over 

fife internet ( or any other communication link) would have to arrange a meeting time and an agreed upon mode 
1 5 of communication, or mat one party would have to always wait for the other party to call. These models are 

inefficient in that time has to be spent in arranging the meetings and that they do not allow spontaneous calling 

of another user over the communication links. 

In another real model, the call center model, customers call a typically toll free number for service or 

inquiry on a given product or service. For example, a customer may call a toll-free number for an insurance 
20 company to inquire about an insurance quote, and the customer will then be routed to an available service 

representative. If no representative is available, the customer will be placed on hold for the next available 

representative. Once a representative becomes available, the customer is connected to the representative. This 

real life model is an efficient model based on the telephone network. However, with the advent of the internet, 

the telephone network has become an out-of-date model. 
25 lt would be desirable to have an internet based call center model for handling calls from a number of 

customers "calling" from their computer terminals or a telephone equivalent call from one user to another user 

through the internet. 

SUMMARY OF THE INVENTION 

30 Briefly, the presently preferred embodiment of the present invention provides a method for establishing 

a communication link between two or more users via the internet, and, more specifically, a web-server based 
real-time data conferencing system. Under the presently preferred embodiment, a user uses an application (such 
as a web browser) to retrieve and view a web page. On the web page (or the like), a clickable icon or hyperlink 
is provided to call another user or service. At this time, there is no custom software on the user/caller side. 

35 However, the hyperlink may activate a subprogram to gather certain types of information of interest to pass to 
the server to tailor a response; it may also perform any other tasks as necessary. The server (call-center 
software), upon receiving the request to establish a connection, determines an agent to receive the call and 
activate any related software thereof. In the presently preferred embodiment, the call center processes the — 
request and activates an application on the agent's machine to establish the connection. More specifically, it 

40 causes the agent's web browser to be launched if it is not already launched and it provides a customized web 
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page to the caller if appropriate, [n the next step, now having established a connection between the caller and an 
agent, a collaboration software can be activated to allow better communication between the two parties. This 
collaboration software can be a chat program, a white board program, internet phone, or any other 
communication software. 

5 Under this paradigm, the caller does not need any software to establish a connection with an agent who 

has the necessary software for receiving and processing the call. This paradigm is particular helpful in service 
and/or sales types of activities where a customer inquiry can be answered in a chat session over the internet 
without requiring the customer to have any software to begin with. 

The caller can also download the call-center supported software on its machine. As long as the 

1 0 software is running at a connection that can be determined and be reached by the call-center software, anyone 
can request a connection with this particular caller and be connected to this particular caller. Thus, this model is 
very much like the ubiquitous telephone at every household. As long as the phone is connected and not be off- 
hooked, another party can call in and be connected when answered. Even if one party is not available at a 
particular time, the calling party can be recorded and be notified to the receiving party when the receiving party 

15 comes on-line. 

These and other features and advantages of the present invention will become well understood upon 
examining the figures and reading the following detailed description of the invention. 

DRAWINGS 

20 Fia - 1 illustrates a diagram showing the collaborating systems and the various components thereof. 

Fig. 2 illustrates a block diagram of a web server interface of the preferred embodiment. 

Figs. 3a and 3b illustrates examples of web server interfaces. ' 

Fig. 4 illustrates a server architecture of an embodiment. 

Fig. 5 illustrates a block diagram of data collaboration services. 
25 Fig. 6 illustrates a block diagram of a session manager. 

Fig. 7 illustrates a block diagram of an intelligent routing server. 

Fig. 8 illustrates a block diagram of a web client manager. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT 

30 Referring to Fig. 1, a block diagram divided into three sections, a visitor section 10, a server section 12, 

and a member section (or registered section) 14 is provided to illustrates the three collaborating systems and the 
various components provided therein. The visitor section 10 can be considered as the computer system being 
used by a guest (or visitor or customer or user). In the visitor section 10, a guest/user activates an application of 
the preferred embodiment through a regular web page 1 6 or activates a button to activate the application via a 

35 browser 18. Note that the browser here can be a commercially available browsers or it can be custom browser 
provided specifically for the current task. At the visitor section 10, there can be also a suite of collaboration 
software applications such as text exchange (chat) program, a whiteboard program, a web page tour program, a 
web page push program, or an application sharing program. These program or programs can be downloaded 
real-time from a server upon request. 
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In the server section 12, there may be a customer web server 20 for handling regular web page access. 
There can also be a dedicated server 22 for the handling the processing steps of the presently preferred 
embodiment. In this dedicated server 22, there can be a web object request broker for handling the various types 
of requests. For a call center request, the request is routed to a call center 26 which provides administration of 
the in-coming calls, for managing the various sessions between a guest/user and a call center agent (registered 
member), and for tracking accounting related issues such as time and billing. For center types of requests, the 
call center 26 provides data from a context repository 28 which in rum provides dynamic or static data 
associated with the request, which is associated with a particular hyperlink. In other words, customized data 
may be provided to the guest depending on the particular request. The call center 26 interacts with an agent 
server 30 which manages a number of agents, each performing a pre-programmed task such as configuration 
verification, virus check, etc. There is also a communication server 34, interacting with a collaboration server 
32, for connecting multiple users through the collaboration applications indicated at 3 1 and 40. 

For the member section 14, which are the computer systems for the users being connected to, there may 
Be a registration component 36 for registering guests/users. At this section, mere may be one or more call center 
agents (registered members) for connecting by the call center 26 to a guest/user. Generally speaking, these call 
center agents are software providing an interface to allow a person to communicate to the guest/user via the 
collaborative applications 40. 

Fig. 2 illustrates the interface scheme of the web object request broker 24 of Fig. 1 . Here, the server 
dispatcher 50 connects to the call center (Fig. 1 , 26) on one side and connects to an object request broker on the 
other side 52. The object request broker 52 communicates to the object request broker 54 of a web server 
interface 56 for communication with web servers 58. The web server may any one of the commercially 
available servers from a number of sources. In essence, this figure illustrates the manner for the call center (Fig. 
1 , 26) to communicate with the web servers. 

Figs. 3a and 3b illustrates two examples of different web server interfaces of Fig. 2. Fig. 3a illustrates 
the use of an NS Enterprise Server 60 interfacing with an object request broker (ORB>based web application 
interface 62 to the server dispatcher 64 (Fig. 2, 50). Fig. 3b illustrates an Oracle Web Server 66 interfacing with 
an ORB-based cartridge interface 68 to the server dispatcher 70 (Fig. 2, 50). 

In operation, certain buttons on a web page are provided and associated with the application software 
of the preferred embodiment. The web page may be part of a secured web site requiring a password for access. 
The activation process may also be provided through the activation of an application on the user's machine. 
Upon activation, a communication link to the internet is provided to carry out the preferred method of the 
present invention. More specifically, the server of the preferred method of the present invention (server section 
of Fig. 1) takes over and sends a message to one or more registered members (or call center agents) on the 
receiving side (member section of Fig. 1) to signal that there is a guestj/user waiting to be connected. 
Depending on the mode of operation, a registered member may decide to answer the signal or refuse the signal. 
In this manner, this is a model like a telephone which the receiving person may decide to answer the call or 
refuse the call. In a call center model, the registered member may not have a choice and may have to answer the 
call. At the time of the connection, the system may offer the choices for a phone connection (through internet 
phone or regular phone) or provide information from a database regarding the user/guest. A live data 
connection between the user/guest and the registered member may be set up through the use of collaboration 
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software such as a chat program, a whiteboard, web page navigation, or perhaps push technology programs. At 
this time, there is a real-time conference. Optionally, the system may allow other guests/users or registered 
members to join this conference. Note that call center agents or registered members are users that have 
registered with the system as being available for connection to other guests/users or registered members and 
5 therefore may be "called" by other people. A guest/user without application software of the preferred 

embodiment can not be called by others and may only call registered members. The above described method 
provides the capability for real-time connection to a database where information regarding a guest/user may be 
readily retrieved and shown to the registered member prior to connecting to the guest/user. Additionally, a 
guest/user may request a specific registered member for connection rather than being randomly assigned. 

10 * Other features of the preferred embodiment include readily connection to the telephone network where 
the guest/user may be directly connected to the registered member for a live conversation. This may be 
achieved through the use of a second modem on the user side or the registered members side for direct dialling 
to the other side. Further note that a user in one embodiment need not to have any specialized software on its 
machine. In an alternative embodiment, the guest/user may download an agent for receiving and identifying 

IS incoming or outgoing calls. 

With the use of a database, a number of transactions can be recorded and automated. For example, a 
registered member may set a reminder in the database for reminding the registered member with regard to a 
particular transaction over an particular item of interest with a particular user/guest. This reminder may be set in 
the transaction database or the database for the item of interest. In this manner, potential sales leads can be 

20 tracked and followed up. 

The above described preferred embodiment and method can be further customized to tailor to specific 
applications. For example, in one application (active meeting), the application can be tailored to be a specific 
conferencing application where guests and/or registered members select a designated registered member as the 
agreed meeting place. A real-time interactive chat session can be provided such that everyone can interact. In 

25 another application (active connections), the present invention can be tailored to be a commerce application 
where guests/users visiting can be directly connected to a randomly-selected, a user-requested, or a best-fit 
service representative (registered member). In the best-fit situation, the guest/user may have answered to a 
number of questions generally describing the request or problem. Based on this information, an intelligent 
database subsystem can examine the answers and determine the most qualified representative for this particular 

30 guest/user. In the user-requested service representative situation, a list of service representative is provided to 
the guest/user. Upon selecting a particular service representative, the guest/user is connected to the particular 
service representative via the TCP/IP address of the service representative. In this application, if appropriate 
and available, user information, can be readily retrieved from the database and provided to the registered 
member as background information. Furthermore, guest/user may be allowed access to a number of databases, 

35 including a scheduling database for scheduling with a particular service representative (registered member) or to 
retrieve and enter information into a database. In yet another application, a registered member can call up a 
guest/user, through the use of an agent at the user/guest side, and interact with the guest/user. 

Fig. 4 illustrates one server architecture implementation for the preferred embodiment. Here, the 
interface to the web is through a web server 80. The web server 80 interacts with a number of components of 

40 the preferred embodiment, including an active meeting component 82, any custom applications 84, or OEM 
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applications 86. A session manger and web client manager 88 interfaces and interacts on one side with active 
meeting, custom applications, and OEM applications, and interfaces and interacts with an intelligent routing 
component 90, a managed messaging component 92, a resource scheduling component 94, and an enterprise 
integration component 96. All of these components interacts with real-time collaboration services 98 and 
5 telephony services 100 which rest on- an operation system and database 102. 

Referring to Fig. 5, further describing data collaboration services of the preferred embodiment, internet 
protocol based data and servers 1 10 interfaces with a multi-point communication service 1 12 for interfacing a 
number of guest/users and registered members. Conference control 1 14 is put in place to properly route and 
control access to various services, including chat programs, presentation programs, document review programs, 

10 web tour programs, interactive forms programs, viewer programs, application sharing programs, netmeeting 
program, desktop sharing programs, etc., all of which, in one aspect, may access data from the data 
collaboration server 1 16 and in another aspect access CTI servers. 

Fig. 6 illustrates the session manager, which can be part of the call'center or agent server of Fig. 1 . 
Here, the session manager interfaces with a master collaboration clustering server 122 and manages a billing and 

15 accounting module 124 and database 125, a directory service module 126 which interacts with a database 121 
and an active directory service 127, an object storage module 128 working with an enterprise data depository 
129, a security module 130 providing security and interfacing with public key infrastructure 131, and an archive 
module 132 working with a database 133 and an active directory service 134. 

In routing the guests/users, referring to Fig. 7, an intelligent routing server 140 manages call queues 

20 142, a call handler 148, and third party ACD 154. The call handler 148 interacts with community servers 144 
and distributed ACD 146. The intelligent routing server 140 also provides managed messaging service 156. 

Fig. 8 illustrates a web client manager model where a web client manager 160 manages a multi-point 
data manager 162 (described above), automatic download and version control subsystem 164, a session manager 
166, a token manager 168, and a phone manager 170. The multi-point data manager 162 manages the data 

25 cache for each session 1 72 and 1 74. The automatic download and version control subsystem control the agents 
residing on the computers of guests/users and registered users. The session manager 166 manages the sessions. 
The phone manager 170 manages the phone connections. 

Appendix A further provides technical detail with respect to the embodiments of the present invention. 
Appendix B further describes the features of the preferred embodiments. Both appendices are part of the 

30 embodiments of the present invention. 

Although the present invention has been described in terms of specific embodiments it is anticipated 
that alterations and modifications thereof will no doubt become apparent to those skilled in the art. It is 
therefore intended that the following claims be interpreted as covering all such alterations and modifications as 
fall within the true spirit and scope of the invention. 

35 I/We claim: 
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APPENDIX A 

Call Center Design 

Terms and definition: 

Member 

The guy who have registered in Call Center, have a account and can access resource on Call 
Center 

Visitor 

User who click the button on die web page that our button creator created 
Call Center Server 

The software server make member and visitor negotiate together 
Call Center Client 

The response layer to Call Center in client site. 
Web Server Interface 

Interface that web server and Call Center cooperator together. 
Resource Manager 

US ^ a „ E !? SerVCr back su PP° rt ' P rovide sev eral member, visitor, page and other resource service 
to Call Center. 

Session Manager 

Manage the session like ARM of T120. 



CC Environment Diagram: 



Web Server 



Context Repository 



Call Center 



Agent Server 



Tl 20 Protocol 



CC Internal Structure Diagram: 



Call Center Client 
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Web Interface 



Login Member Manager 



Re* ource I lanager CaU Center Manager 



Visitor Manager 



Session Manager 



Call C( nter Pro) ocol 



Agent Server Interface 



Requirement between objects 

WEB INTERFACE 

Through Web Interface. 

Web Interface will interpret string send from web, translate them to data struct recongnize by call 
Center Manager, and call associate server ratine provide by call center manager. 

Web Interface will reponse the requirement of Call Center Manager to dynamically create page 
send to the web server, The web server then will send this HTML or ASP page to user as a result 

So the function will be implement in Web Interface is: 

1 .Translate string stream sand from web server to a C or C++ object used by Call Center Manager. 

2.Dynamicly create HTML or ASP page to web server. 

For detail, see Chapter "Format of string stream send from web server" 

Chapter "Reply Page templates" 

Chapter "Data structure used in Web Interface" 
Resource Manager 

Resource Manager will save and provide the following information: 

1. Member Information. 

2. Accounting Information. 
3.Statistic Information. 

4. Page Information. 

5. Field Information. 

6. Visitor Information. 

Resource Manager will provide service to call center to: 

1. Verify a validate user. 

2. Check the member's accounting, status 

3. Check the member's priority, which resource(page, member...) can be accessed. 

4. According to a simple query, return a result to call center. 
5.Save visitor information for to be queried by member. 



For Detail, See: 

Chapter Resource Manager 

Member Profile format 

Accounting solutions. 

Statistic Information format. 

Page Information format. 

Field Information format 

Visitor Information format. 

Agent Protocol: 

Provide a private protocol between Call Center and the Call Center Client. 
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Use the senddata, OnDatalndication service provide by Agent Server, connect with call center 
client, Let member to see how many visitor is online, modify the profile, give administrator message, run 
Logout' SeSSl °"' Set CUrTent StatUS " Queiy curTent acc °"nting, and download new session app. 

Agent Server Interface: 

Provide a simple connect function. Under Construction.... 
Session Manager: 

Provide session service, and manage session. 

The service provide to Call Center 

CreateSession 

LeaveSession 

TerminateSession. 

Query Session 
CallCenter Client: 

Under construction; 

Chapter 1: Web Interface. 

Section 1: Format of String Stream Send From Web Server 

The string stream send flora web server is the following stylen 
URL + parameter 1 + parameter2 +. . . 
A sample: 

http://www.steHar.com/ww w/tomO.asD. T= R. user=tom . address=202.47.133.196. 
password=abcde 

we assume that the First parameter is the message type, there are the following message type: 

T=R, mis is a register message. 

T=V, this is a visitor message. 

T=L, this is a log in message. 

T=P, this is a pay message. 

For T=R, this is a register message. 

There are the following Parameters 
, address, required 

city, required 

state, required 

zip code, required 

company, 

department, 

first name, required 

middle name, 

last name, required 

title 

emailaddressO, required 

emailaddresst 

phone_number 0, required 

phone number 1, 

fax number, 

[page idO 

[[fld_fldname 

operator 

fid value]...]...] 

For T=V, that is a visitor message. 

Parameter is the following: 
Page: the URL of this page. 
Address: the user TCP/IP address 



A-3. 



WO 99/26153 



PCT/US98/24741 



filed name=field value, 
[field name=field value, . . . ] 
For T=L, it is a member log in message. 

ID is the user id create by resource manager, 

PASSWORD is the password given when register, compare with the password provide 
by resource manager 
. For T=P, it is a expire member want to pay money to by time. 
ID is the user id. 
PASSWORD is the password. 
Create card # or phone bill, under construction. . . 

Section 2: Reply Page Templates 

There are 10 types of page template used to dynamically create home page to reply web server. 
1 .At lease one required field is empty. 

2.Pay money by credit card or by phone page, . . .(under construction) 

3 .Registed successfully and give user a password, a user id.Let user down load the client part of 
stellar server, give user a licence agreement. 

4. Login successful page, will or will not show statistic information. 

5. Expired page, when a user use out of his/her time resource, and try to log-in in 30 days, this page 
will be given to user indicate mat user is run out of time, in this page, user can pay for the time. 

6. Unauthorized user, this situation may be by user mis-typing the password, can give user a chance 
to retry or registry a new member. 

7 . Every body is busy page, this means there is no member is idle, so this page will say sorry to user 
and let him retry. 

8. wrong create card# wrong page, this means the user mis-type the credit card number. Will ask user 
retype the register page. 

9. Chat page.parameters is under construction.... 

Parameters: 

1 .INT userld, indicate the user id 
2.CHAR* server TCP/IP address. 

10. white board page.parameters is under construction.. .. 

Parameters: 

1 . INT userld, indicate the user id. 

2. CHAR* server TCP/IP address. 

Section 3: Data structure Used by Web Interface 

//Operator use in filter 
typedefenum 



}CCOperator; 

//access field define item 

typedef struct tagCCAccessFieldDeftnitionltem 

{ 

UINT field; 

CCOperator operation; 

BYTE value[MAX_FIELD_VALUE_LEN]; 
} CCAccessFieldDefinitionltem; 
//access resource 

typedef struct tagCCAccessableResourceltem 



{ 



CCOPT_GT, 

CCOPT_EQ, 

CCOPT.LT, 

CCOPTGET, 

CCOPTLET, 



//for string, number, float 
//for string, number, float 
//for string, number, float 
//for string, number, float 
//for string, number, float 
//for string only. 



CCOPT CONTAINS 
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{ 

BYTE url[MAX_URL_LEN] ; 
UINT count; 

CCAccessFieldDefinitionltem* accessfielddefinitionlist; 
} CCAccessableResourceltem; 

//Access resource table 

typedef struct tagCCAccessableResourccList 

{ 

UINT count; 

CCAccessableResourceltem* accessable_resource_Iist; 
} CC AccessableResourceList; 



typedef struct tagCCMemberlnfo 
{ 

ULONG id; 

BYTE pass word[MAX_PASS WORD JLEN] ; 
//company address 

BYTE address[MAX_ADDRESS_LEN]; 

BYTE city[MAX_CITY__LEN]; 

BYTE state[MAX_STATE_LEN]; 

BYTE postal_code[MAX_POSTAL_CODE_LEN] 

BYTE company_name[MAX_COMPANY_NAME LEN]; 

BYTE department_nametMAX_DEPARTMEm , jTAME_LEN]; 

//person name and title 

BYTE firstnamefMAXMIDDLEN AME_LEN] ; 
BYTE middle_name[MAX_LAST_NAME_LEN]; 
BYTE last_name[MAX_FIRST_NAME_LEN] ; 
BYTE title[MAX TTTLE_LEN]; 

//person address, include email address, phone number ect. 
BYTE email_addressO[MAX_EMAIL_ADDRESS_LEN]; 
BYTE email_addressl[MAX_EMAIL_ADDRESS_LEN]; 
BYTE phone_numberO[MAX_PHONE_NUMBER_LEN] ; 
BYTE phone_number 1 [MAX_PHONE_NUMBER_LEN] ; 
BYTE fex_number[MAX_PHONE_NUMBER_LEN] ; 

//default app session would automatic lanuch up. 
CCSessionType defaultlanuchupsession; 

//access right..., special which URL the listen is interest in, and 
//which field the listen is interest in, and the value scope. 
//.. 

CCAccessabIeResourceListaccessable_resource_list; 

//current status. 
CCListenerStatus status; 

//status when run. 

CCListenerRunTimeStatus runstatus; 
}CCMemberlnfo; 



A-6 
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Chapter 2: Resource Manager 

Section 1: Member Profile Format. 

See CCMemberlnfo. 

Section 2: Accounting information. 

Format: 

Field Name Field Tvrie u- u . 

ir w m lype Field Lenf fo r string) 

UserlD ULONG * - 

Login time datetime 
Log out time datetime 

Field Name Field Tvne c- u r , e 

i lwr1J < ■ iype Field Lenffor string> 

UserlD ULONG " ■ — — 

PayedMoney $ 
PayedDate datetime 

««. PayedType ut 

When Call Center Send Accounting ^formation? 

Interfaces provide to Call Center. 

CCError^veAccoimtinglnfoCINTuserld, ULONG loginTime ULONG loeoutTimeV 
« , 0 CCEff0rGetR<5mataT ™<n>n-userId,ULONGnimelSmam) LONG lo S outTime >- 

Section 3: Statistic Information Formation 

Under construction. 

Section 4: Page and Field Information Format. 

Format: 

FldTv P e Fid Len(for string) 

1£I number ' ~ — 

MAX_URL_LEN 

™LHame Fid Type Fid Len(for st ring) 

w number : " — 



MAX_FIELD_NAME__LEN 

When Call Center use this information? 

UTiJ JSJ^r 8bU T' bUtton wi " 8 ive server ^rver information Call Center 

IsT^ereMemberListenThisPage that time, if not, return a page indict user wait an retry, 

Section 5: Visitor Information Format 

Under Conduction. 

Chapter 3: Call Center protocol 

0«lss U€S 
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1. primitives 

After register a sap for this member, Call Center will 

sap, Call Center server will negotiate Zhto^rt ? A** 9 ° n / gent Server > 31,(1 th * 
Log out packet, Call Center sl^ j£££ Sa" ^ afent Send 3 



Call Center Server 



JLoginlndication 
^LoginResponse 

GetResourceListlndication 
GetResourceListResponse 

ModfyResourceFilterlndicateion 
ModifResourceFilterResponse 

ConnectVistorRequire 
ConnectVistorConfirm 

AccountReportlndication 
AccountReportResponse 

SeartSessionlndication 
StartSessionResponse 

CloseSessionlndication 
CloseSessionResponse 

TrasnforSessionlndication 
TransforSesiionResponse 

TransforSessionToRequire 
TransforSessionToConfirm 



Call Center Client 



LoginRequire. 
LoginConfirm. 

GetResourceListRequire 
GetResourceListConfirm. 

ModifyResourceFilterRequire 
ModifyResourceFilterConfirm 

ConnectVistorlndication 
ConnectVistorResponse 

AccountReportRequire 
AccountResportConfinn 

StartSessionRequire 
StartSessionConfirm 

CloseSessionRequire 
CloseSessionConfirm 

TransforSessionRequire 
TransforSessionConfirm 

TransforSessionToIndication 
TransforSessionToResponse 



Chapter 4: Session Manager 

1 -primitives. 

CreateSession 
CloseSession 
GetSession 
TrasnferSession 

r i . 

1 > * ■ •'* /V 
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Chapter 6: Call Center Client 

Call Center Client is the client side program that is in the layer with Ca., Center Server, 
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Chapter 5:Call Center Object 

Call Center object will be given formatted data from the web interface, query and retrieve data from 
resource manager, setup connection with Calt Center Client, and manager session. Response member's 
Require. 
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/* * 

/* ' * 
/* Stellar server stack Proiect * 
/* WEB server interface inu)leteraent file * 
/* * 
/* WEBIO.CPP * 
/* - * 
/* CoDvriaht (cl 1997 Stellar Comoutina Coro. * 
/* All riahts reserved * 
/* * 
/* - * 

1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 
//Create Date: 06/24/97 
//Code Creater: Tom. Wang 
//Hodifv Record: 
// Modifier: 
// Date: 
// Reason: 
// 

^include "WEBIO.H" 
#include "web.h" 

/* 

In web.h. there are 2 orototvDe: 

tvoedef void (*funcWebCallBack>(char* webData. ULONG userOefine)- 

WEBRegisterCallBackCfuncWebCall Back. ULONG userOefine): 

*/ 

iiiiiiiiiniiiii iiiii ii nun minimi iiiniiiiiiiiiiiiiniiii iii minium 
//Puroose:Web call it to notify the web interface some data need to precess. 

//Parameters: 

// webOata: webData strina. must terminate bv* a zero char. 

// userOefine: define bv user, web will simplely copy this data to this para- 

// meter valued when register. 

// 

//Create Date: 06/24/97 

//Code Creater: Tom. Wang 

//Hodifv Record: 

// Modifier: 

// Reason: 

// Date: 

// Detail: 

// 

void WebCallBackUPCSTR webData. ULONG userDefine) 

ASSERTdsGoodReadPtrtwebOata. »>: 

ASSERT( IsGoodReadPtrtuserDef 1ne. s.izeof(CWeblnterface) ) ) : 

^ ((CWebInterface*)userDefine)->InterpretWebStreara(webOata): 

iiiiiiiiiiiiiiiiiiiiiiiniiiiimiiumiiiiiiiiiiiiiiiiiiiimuiiiiiiiiiiim 

//Create Date: 06/24/97 

//Code Creater: Tom.Wana 

//Puroose Construct a web interface object. 

// 

//Parameters: 

// func- the func given by call center, to get formated data from web interface 

//Hodifv Record: 
// Hodifier: 
// Oate: 
// Reason: 
// Oetail : 
// 

CWebInterface::CWebInterface(funcCCCallBack func) 
( 

ASSERT< I sGoodCodePt r( f unc ) ) : 
ra_CCCallBack = func: 
^ WEBRegisterCall Back (WebCall Back, this): 

/i/mimmm imm iii mi /imn / in i mi ii m/m/mi //////// //////////, 
//Purt»se: 

// Interoret web stream, format the stream and call call back func to give 

// the formated data to call center. 

// 

//Parameters: 

// webData: a data send from web server, the detail mean see callcent.doc 

// chapter: web server interface. 

// 

//Create Date: 06/24/97 
//Code Creater: Tom. Wang 
//Hodifv Record: 
// Modifier: 
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// 
// 
// 
// 



Date: 

Reason: 

detail: 



void CWeblnterface: : InterpretUebStreara(LPCSTR webData) 

CCWEBReauireTvoe reaTvoe: 

CHAR* pOata - new CHAR[30000]: //should modify. 

//<TBD> 

(*m_CCCalIBack)(reqType. pOata): 



2 
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/* 

/* */ 

/* Stel lar server stack Proiect Vi 
I* WEB SERVER INTERFACE WITH CALL CENTER SERVER */ 

I* WEBIO.H *' 



*/ 



I* CoDvrioht (c) 1997 Stellar Coraoutina CorD. **', 
I* All riahts reserved *, 

/* */ 

//Code Creater: Tora.Wang 

//Modify Record: 

// Modifier: 

// Date: 

// Reason: 

// 

#ifndef WEBIO H 
#define _WEBI0_H_ 

class CWeb Interface 
( 

oublic: 

CWeblnterfacel funcCCCallBack func) : 
-CWeblnterfaceO: 

/* 

<TB0> 
*/ 

void InteroretWebStreanrfLPCSTR webData)- 
UosendPageCCCUpsendPageType type. BYTE* data); 

orivate: 

funcCCCallBack m CCCallBack: 
}:/*CWebInterface*/ ~ 

#endif/* WEBIO H */ 
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/* 

i* 

I* 

I* 

I* 

i* 

/* 
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Stellar Server Stack Proiect 
resource manaaerment head file 

RESMGR.H 

CoDvriaht (c) 1997 Stellar Comoutina Coro 
All nahts reserved 



-*/ 
*l 
*l 
*/ 
*/ 
*/ 
*/ 
.*/ 
*/ 
*/ 
/ 



llllllliilllliililll 



//Create Date: 06/18/97 
//Code Writer: Tom. Wang 
//Kodifv Record: 
// Modifier: 
II Date: 
// Reason : 
// 

#ifndef RESHGR H 
#define _RESHGR_H_ 

class CResourceManager 

DubHc: 

CResourceManaaer( ) : 

-CResourceManager( ) : 
//accountino. 

CCError GetRemainTlineCCCHeniberlO memberld. ULtJNG* timeRetiHini- 
CCError WnteAccountingReportdMT memberld. LPCSTR fiteNare). 

//member. 

cir^r WS^SSSSSS^?^ ™ PC°unt. CCMemberlD* pld): 

CCError GetHenterDetaillnfotCCMemberlD memberld. CCMemberlnfo* pMemberlnfo): 
//helo functions. 

CCError GetHenterStatusdNT memberld): 

//oaoe. 

CCError IsPageRegisteredCCCVisitor* pVisitorlnfo): 

//oaae and member. 

rrc!^ ^""He^erUseThePaaeCCCHemberlD memberld CCPaaelD Daoprm. 
or . v CCError HembersCanAccessHmPageCCCPagelD pagelO. CCNeKo? Srid): 

): 

#endif/* RESMGR h */ 
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■13 

/* 

/* 

/* Stellar Server Stack Project 
/* resource manaaerment imolement file 

/* RESMGR.CPP 
/* 

/* Coovriaht (c) 1997 Stellar Comoutina CorD. 
/* All riahts reserved 
/* 

/* - i 

iiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiuiiiiiiiuuiiii 

//Create Date: 06/18/97 
//Code Writer: Tom.Wang 
//Modifv Record: 
// Modifier: 
// Date: 
// Reason: 
// 

♦include "comdefs.h" 
♦include "ccdefs.h" 
♦include "resmgr.h" 

llllllllllllllllllllllllltlllllimillllllllllltllltllimillllllllllllllllllll 
//Purpose: 

// constructor of CResourceManager 
// <TBD> 
//Parameters: 
//Return: 

//Create Date: 06/25/97 
//Code Writer: Tom.Wang 
//Modify Record: 
// Modifier: 
// Date: 
// Reason: 
// Detail: 
// 

CResourceManager: :CResourceManager( ) 
} 

lllllllltlllllltlllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll 
//Puroose: 

// destructor of CResourceManager 
// <TBD> 
//Parameters: 
//Return: 

//Create Date: 06/25/97 
//Code Writer: Tom.Wang 
//Hodifv Record: 
// Modifier: 
// Date: 
// Reason: 
// Detail: 
// 

CResourceManager: :-CResourceHanager( ) 
) 

//for accountina. 

/1 111111/ 11/111/ III llim/lllll/lt I l/l III/ l/l l/l/l/IUI/ll/ll/ltl/lll/iiii/im 
//Puroose: 

// Save time used Information oer loain/loaout into context desootorv 
// will used to create report to user and determine 1f the member is run 
// out of time resource. 

// called when member logout and before disconnect. 
//Parameters: 

// memberld. a valid member id used to save time resource usage. 
// loainTlme. the loaln Time. y 
// loaoutTime. the logout Time. 
//Return: 

// CC NOERROR indicate that the time information has saved successfully 
// CC MEMBER INVALIDATE 10 indicate that the member id is invalidate. 
//Create Date: 06/25/97 
//Code Writer: Tom.Wang 
//Modify Record: 
// Modifier: 
// Date: 
// Reason: 
// Detail: 
// 

CCError CResourceHanaaer::SaveAccountingTineInfo(CCMemberIO memberld 
CCTime looinTime. 
CCTime logoutTime) 



( 



//<TBD> 

return CC NOERROR: 
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Co 

iinimiiiiiiiiuiiiiiiiiiiiiiiuiiiiuiiii,. ■iiiiimniiiimmiiiimiiii 

//Puroose: 

// Get the remain time of the member indentified by the memberld 
//Parameters : 

// memberld. a valid member id to be calculated the remain time 

// timeReraain OUT. if successful, it will contains the remain time of this 

// member. 

//Return: 

// CC NOERROR. the call is success, remain time is in time remain 

// CC MEMBER INVALIDATE ID. the member id not riaht. 

// CC MEMBER EXPIRED, the member is a expired user, and timeRemain will set 

// to value 0. 

//Create Date: 06/25/97 

//Code Writer: Tom. Wang 

//Modify Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

// 

CCError CResourceHanager: :GetRemainTitne(CCMemberID memberld. ULONG* timeRemain) 
//<TBD> 

return CC NOERROR: 

} 

iiiiiiiiiiiiiiiuiiiiiiiiiiiimiiiiimiiiiiiiiimiiiiiiiiiimiiiiiiiiiiiiii 
//Puroose: 

// write a accounttlng report to show to member. 
//Parameters: 

// memberld. a valid member id to be alven a accountina reoort. 
// fileName. a valid file name used to out put accounting report. 
//Return: 

// CC NOERROR. the call 1s success, report has wHten to file named 
// fileName 

// CC MEMBER INVALIDATE ID. the member id not right. 

//Create Oate: 06/25/97" . 

//Code Writer: Tom. Wang 

//Modify Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

II . 

CCError CResourceHanager: :WriteAccountingReport( INT memberld. LPCSTR fileName) 
//<TBD> 

return CC NOERROR: 
) " 

//member manaaer. 

Ill 'II I II I II II III I III llll III I II IIIIIIIIIIIIIHIIIIIIIIIIIIIIIIIIIIIIIIIIllllllll 
//Puroose: 

// Reoister a new member defined by pMemberlnfo. 
//Parameter: 

// oMemberlnfo. a member info filled bv member and checked bv call center. 
// Resource manaaer will save this message, return a ID through the 
// memberld field. 
//Return: 

// CC NOERROR Indicate that the member has reaister successful and all inf- 
// onnation has saved in context deoository. has been assigned a user 
// ID and a oassword to this user. 

// CC REGISTER REQUIRED FiaD NOT FIELD indicate some -iraoortant field not 

// filled, call center will call web Interface to ask member to retry. 

//Create Date: 06/25/97 7 

//Code writer: Tom.Wang 

//Modify Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

// 

CCError CResourceManager: :RegisterMember(CCMemberInfo* pMemberlnfo) 
//<TBD> 

return CC NOERROR: 

} 

/// /// //// III llll III llll 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 
//Puroose: 

// UDdate a exist member information, all field can be modified except me- 

// mber id. 

//Parameter: 

// oMemberlnfo. a member info filled bv user and checked bv call center. 
// Resource manager will save this message, return a ID through the u- 
// serid field. 
//Return: 

// CC NOERROR indicate that the member has reaister successful and all in- 
// formation has save in context depository, has assign a user ID and 
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// a oassword to this user. — i 

" CC R fn ! lId R ^ , S," EL ?,! I0T f, IEL0 indicate s «* '""rtant field not 

"Create Date?' O^S/I"^ Web 1nterface t0 show t0 retr >- 

//Code Writer: Tom.Wang 

//Modlfv Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

// 

CCError CResourceManager: :UpdateMemberInfo(CCHeniberInfo* pMemberlnfo) 
//<TBD> 

return CC NOERROR: 

) 

'//^^l' 1 ' 111 111111 111 '''''''' ni ' 1 ' 1 ' 1 ''' 11 1,1 1 'ill i'ii iiiiiiiiii tin iiii ii 

II Trv to find a match member list from the context depository 
//oarameter: J 
II oVistor. a vistor information. 

// oCount IN OUT. indicate a alloced memory block. If memory not enouah 
returnCC NOT ENOUGHTMEM. and make this to the sizeT^ SSSd" 
/» ai ioc in byte. 

// old OUT. if natch successful, will contains the match result a 11st of 
// member id. if not natch, no affect to this parameter. 
/ /Return : 

// CC NOERROR indicate match successful, and the result is in old 

// CC ^^^^^^e^matdj successful and the memory provide 1s small 

// CC HATCH FAIL indicate no natch member found. 

//Create Date: 06/25/97 

//Code Writer: Tom.Wang 

//Modify Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

// 

CCError CResourceHanaaer: : IsThlsVistorMatchAnyMeniberf 



< 



CCVistor* oVistor. 
INT* oCount. 
CCMemberlD* pld) 

//<TBD> 

return CC NOERROR: 



} 

III^^IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIUllllllllllllllllllllll 

II Check the login information. 
//Parameter: 

// oOata IN. a login information contains user id. user password 
//Return: 

// CC NOERROR indicate that the member is a valid user and can looin 
// CC EXPIRED USER indicate that the member is a valid user, but form'some 
// reason, it has expired, one reason is that the time resource has run 
/ / our . 

// CC INVALIDATE MEMBER ID Indicate the user id 1s wronq 

// CC INVALIDATE PASSWORD indicate the oassword 1s wrong' 

// call center will let user retype this information 

//Create Date: 06/25/97 

//Code Writer: Tom.Wang 

//Hodifv Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

// 

CCError CResourceManager: :HemberLogin(CCLogin* pOata) 
//<TB0> 

return CC NOERROR: 
} ~ 

lllllllllllllllllllllllllllliiiiiiiiiiillllllllllllliillltllllliiilllllllllllll 

I iy ur oo Sc 

II Get the detail member information from context depository 
//Parameter: 

// memberld. an valid member id. 

// omemberlnfo OUT. a CCMemberlnfo struct alloced bv caller if this call 
// successful, will contains the user detail information 
//Return: 

// CC NOERROR indicate that the member is a valid user, and detail inform- 
// ation has codv Into DMemberlnfo. 

// CC INVALIDATE USERID indicate the user id is wrong. pMemberlnfo keeD 
// untouahed. 
//Create Date: 06/25/97 
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//Code Writer: Torn. Wang 

//Modify Record: -9^9 

II Modifier: 

// Date: 

// Reason: 

// Oetail: 

// 

CCError CResourceManaaer: :GetHemberDetai1Info( 

CCNembeND memberld. 
^ CCMemberlnfo* pMemberlnfo) 

//<T8D> 
^ return CC_N0ERR0R: 

//helo functions. 

/Jp^l' 7 ^ 7 ''' 7 '' 777777 ''' 77 ^''^'^''^'/'///////////////////////////// 

// Check 1f the given member is expired 
//Parameter: 

// memberld. an valid member id 
//Return: 

// CC MEMBER VALID indicate that the member is a valid user and detail 
// information has coov into DMemberlnfo 

//Create Oate: 06/25/97 
//Code Writer: Tom.Hang 
//Modify Record: 
// Modifier: 
// Date: 
// Reason: 
// Oetail: 
// 

CCError CResourceManager : : GetMemberStatus ( INT memberld) 

//<TBD> 
^ return CC_NO£RR0R: 

//oaae manaaer. 

"/^^'"'''"'"''"""""'"""iiiiitiiiiiiiiiiiui in m imuiuiii 

//ParSmeterf 9lVen W 15 re9lSted before - page inf ° 1n PVIsltorlnfc. 
'/, SolSi.2 rInfo - a yJ sit ? r 1nf ormation. only use the oaae url In this call 
// ^-^^"t.alloced by caller, if successful. 'Sill covins 
//Return: 

I « pI SH^ J r tf « , W"'W" * 1001 

ii ? reisrE ? ED indicate the page is not registered. 

// oPaaeld keeo untoughed. 

//Create Oate: 06/25/97 

//Code Writer: Tom.Wang 

//Modify Record: 

// Modifier: 

// Date: 

// Reason: 

// Detail: 

// 

CCError CResourceManaaer.- : IsPageRegisteredf 

CCVisltor* DVIsitorlnfo. w • • 

^ CCPagelD* pPageld) 

//<TBD> 
^ return CC_PAGE_REGISTED: 

//oaae and member. 

'n^^J''''''''''''''''''''''''"''''''"''''''''''!!!!!!!!!!!!!!^!!,!!,! 

//Parameter* if a spec1a1 msn,ber Mn ^cess a specail page. 

// """"me^^r 3 ™** r ™ t0 determine whether «ie page can be used by the 

^Return!"' 3 VaHd P39e 1d t0 Check 1f Can te used b * the <" xt * r - 

// IL PAGE NOT REGISTERED, the oaae not reaistered 
// CC_MEMBER_INVALI0ATE_I0, the member is invalidate. 

//Create Oate: 06/25/97 
//Code Writer: Tom.Wang 
//Modify Record: 
// Modifier: 
// Date: 
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// Reason: 
// Detail: 

" z.t, 

CCE T?LH? es ?i; rce !!! na ? er : : CanTn 1 sNemberUseThePage( 
CCMemberlO memberld. s 

^ CCPagelD pagelO) 
//<TBO> 

^ return CC_PAGE_CAN_BE_USEO: 

//oaae and member. 
Xros"""""'""""^^ 

//Pa^er™* 6 '' " St th3t aCCeSS or want t0 access thi s P*>e. 

" cc f sra ry - contains 0,5 count - 

//teK erW " a mai,ber id 1ist t0 contains 0,6 success resul t- 

n CC M £h»|S^ SS - " Mns the raathc operate successful, match result is save to 

" C ° N ?n T S T - HEM - meanS the all0Ced ™ 1 * enough, the right size is 

n rr J^ N 2L RE £ ISTERE0 - the M 9 e ** registered. 
// CC_MATCH_FAILEO. match failed. 

//Create Date: 06/25/97 
//Code Writer: Tom.Wang 
//Modify Record: 
// Hodifier: 
// . Date: 
// Reason: 
// Oetaih 
// 

CCEr J5!i CRe sourceMar»ager: :Hen*ersCanAccessThisPage( 
ctPaaelo oaaelD. 
UINT* DCount. 
CCMemberlO* pHemberld) 



( 



//<TBD> 

return CC NQERROR: 
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STELLAR Context Conferencing 

1. Architecture 



Java Stack 



Java ARM 



Java 
MCS & GSC 
Proxy 



Java TP 



Multipoint Communication Stack 



C++ 
MCS & QSC 
Stub 



C-H-TP 



ARM 



GSC 



MCS 



TP 



Communication Stack Architecture 



TP Transport 

MCS Multipoint Communication Service 

GSC General Session Control 

ARM Application Resource Manager 
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Agent session 
With agent protocol to support 
Agent registry, agents notification, etc. 



Application session 
For Chat, Whiteboard 
Information exchange 



Typical running topology 
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HTTP Web Servers 



HTML Page 




Universal Dispatch Interface 



HTML Processor 



Call Center 



Agent Protocol Entity 



Mutipoint communication stack 



WO 99/26153 



PCT/US98/24741 



2TV 



MCU Proxy Protocol 



1. Overview 

2. Connect to MCU 

2.1 MPConnectRequest 




MPConnectRequestPdu 




MPConnectResponsePdu 



MPConnectRequest 




MP-Connect-Confinn 



On receipt of MPConnectRequest, the client proxy provider should first issue the TPConnectRequest with the address 
supplied in the MPConnectRequest 

On receipt of the successful TP-CONNECT-CONFIRM message, the client proxy provider should issue 
TPSendDataRequest with which the data field filled MPConnectRequestPdu. 



Name 


Description 


Local address 




Remote address 




MCU domain name 




Connection Handle 




User Data 
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Table 2.2 MP-Connect-Request-Pdu 



Contents 


Source 


Sink | 


Local address 




l 


Remote address 




1 


MCU domain name 




i 


User Data 




i 



On receipt of a TP-DATA-INDICATION message, the proxy provider should decode the message first, if it is a 
MPConnectRequestPdu, it should issue the MP-CONNECT-INDICATION message with the parameters filled from the 
data in MPConnectRequestPdu. 



Table 2.3 MPConnectlndication parameters 



Name 


Description 


Local address 




Remote address 




MCU domain name 




Connection Handle 




User Data 





2.2 MPConnectResponse 



Table Z4 MPConnectResponse parameters 



Name 


Description 


Connection Handle 




MCU domain name 




Result 




User Data 




Table 2.5 MP-Connect-Res ponse-Pdu 


Contents 


Source 


Sink 


MCU domain name 






Result 




: 


User Data 







Table 2.6 MPConnectConfirm parameters 



Name 


• Description 


Connection Handle 




Result 




User Data 





2.3 MPDisconnectRequest 



Table 2.7 MPDisconnectRequest parameters 



Name 


Description 


Connection Handle 




Reason 
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Table 2.8 MP-Disconnect-Indicarion-Pdu 








Contents 


Source 


Sink 


Reason 






Table 2.9 MPDisconnectlndication parameters 


Name 


Description 


Connection Handle 




Reason 





3. MCS Proxy 

3.1 MCSRegisterUser Application 

3.2 MCSCleanup 

3.3 MCSAttachUserRequest 

3.4 MCSChanneUoinRequest 

3.5 MCSChannelLeaveRequest 

3.6 MCSChannelConveneRequest 

3.7 MCSChannelAdmitRequest 

3.8 MCSChannelDisbandRequest 

3.9 MCSChannelExpelRequest 

3.10 MCSSendDataRequest 

3.11 MCSTokenGrabRequest 

3.12 MCSTokenlnhibitRequest 

3.13 MCSTokenPleaseRequest 

3.14 MCSTokenGiveRequest 

3.15 MCSTokenGiveResponse 

3.16 MCSTokenReleaseRequest 

3.17 MCSTokenTestRequest 

3.18 MCSReadyRequest 



4. GCC Proxy 

4.1 GCCRegister 

4.2 GCCCleanup 
43 GCCCreateSap 

4.4 GCCDeleteSap 

4.5 GCCConferenceRosterlnquireRequest 

4.6 GCCAppticationEnrollRequest 

4.7 GCCAppIicationlnvokeRequest 

4.8 GCCApplicationRosterlnquireRequest 

A-ZS 
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4.9 GCCRegistryAUocateHandleRequest 

4.10 GCCRegistryAssignTokenRequest 

4.11 GCCRegistryDeleteEntryRequest 

4.12 GCCRegistryMonitorRequest 

4.13 GCCRegistryRegisterChannelRequest 

4.14 GCCRegistryRetrieveEntryRequest 

4.15 GCCRegistrySetParameterRequest 

4.16 GCCGetConferenceLocalNodeld 

4.17 GCCGetConferenceTopNodeld 

4.18 GCCGetConferenceSuperNodeld 

4.19 GCCGetSessionlnstanceNumber 

4.20 GCCGetSessionlnfo 

4.21 GCCGetNodelnfo 

4.22 GCCReadyRequest 
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STELLAR Agent Framework 



1. Overview 



1.1 Agent 

Agent is an executable object can travel over the underlying network. 
Global unique naming scheme 



1.2 Agent framework 

Agent framework is an abstract layer. It can enable the traveling, executing of the agents, sits on each node across the 
entire network. 

A travel itinerary for specifying complex travel patterns with multiple destinations and automatic feilure handling 
A white board mechanism allowing multiple agents to collaborate and share information asynchronously 
An agent message-passing scheme that supports loosely coupled asynchronous as well as synchronous peer to per 
communication between agents 

A network agent class loader that allows an agent's Java byte code and state information to travel across the network, 
an execution context that provides agents with a uniform environment independent of the actual computer system on 
which they are executing. 



1.3 Agent provider 

Agent provider sits on each node, it participates the agent community, provides the running environment of the arriving 
or local agents. 

Provides multiple services 

Services can be retrieved from a server 
Agent daemon 

Running in every machine an agent will travel to. 
Local native interface: 

Local execution of a program(.exe) 

Read/write local files 

Retrieve/update/delete/add data form /to database. 
Script language support 

Install/uninstall OCX/COM objects for Windows 



1.4 Agent provider protocol 

Agent provider protocol is the language for which the agent providers use to talk. 
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1.5 Agent provider session 

Agent provider session is a runtime provider sociality which is hosted by the top agent provider. 

1.6 Agent security 

Agent proxy : a placeholder for an agent to control access to the agent 

1.7 Agent repository 
Place to save and manage all agents 

1.8 MCU 

MCU, Multi-point Communication Unit supplies a real-time multi-point connection service. 
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2. Agent framework Protocol 
2.1 Setup agent community 




MCU communication domain 



MCU 



Agent provider 



2.1.1 MCU communication domain 

MCU communication domain is the backbone of the agent sociality, its creation is beyond of this document. 

2.1.2 Bind to MCU communication domain 

An agent provider should first bind to the MCU communication domain, then can it start its agent service. 
2.1.2.1 BindRequest 



?! Ti? 1 °^ BuidRequest Primitive, the agent provider should issues a MPConnectRequest to the MCU with the 
data field of MPConnectRequest filled with BindRequestPdu. 



user 
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Table 2.1 Bind-Request-Pdu 






Contents 


Source 


Sink 


Agent provider name 


Request(M) 


lndication(M) 


Agent provider password 


Request(0) 


Indication(C) i 


User Data 


Request(O) 


Indication(C) 


On receipt of MPConnectlndication, the agent provider should decode the BindRequestPdu in the user data field and 
issues Bindlndication primitive with following parameters 


Table 2.2 Bind-Indication parameters 




Name 


Description ' 


Agent provider name 


Agent name which issues the connect request, this name is locally unique in 
The indication node 


Agent provider password 


The logon password for the provided name i 

i 


Bind handle 


Handle for identifying the bound connection 


2.1.2.2 BindResponse 






Table 23 BindResponse parameters 






Name 


Description 


Bind handle 


Handle for identifying the bound connection 


Result 


Specifies whether the reauest is successful 


On receipt of BindResponse, the agent provider should issues a MPConnectResponse primitive with the user data field 
filled with BindResponsePdu 


Table 2.4 Bind-Response-Pdu 






Contents 


Source 


Sink 


Result 


Response(M) 


Confirm(M) 


User Data 


Response(O) 


Confirm(C) 


Table 2.5 BindConfirm parameters 


Name 


Description 


Bind handle 


Handle for the bound connection 


Result 


SDecifies whether the reauest is successful 
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2.1.2.3 UnbindRequest 


3S 




Table 2.6 UnbindRequest parameters 




Name 


Description 


Bind handle 


Handle for the bound connection 


Reason 




Table 2.7 Bind-Response-Pdu 


Contents 


Source 


Sink 


Reason 







2.2 Agent provider session 

2.3 Top Agent provider 

2.4 Register Agent 

2.5 Agent Provider primitives 

3. Agent PDU definition 

4. Agent provider API (COM) 

5. Agent mobile API (COM) 
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Agent Server Design 

Agent profile 

a globally unique naming scheme for agents 
Agent server wire protocol 

Currently, it uses T.120 ARM interface, but can be replaced with another wire protocol(e.g. 
TCOP/IP, HTTP or IPX/SPX). 
Agent communication protocol 
GetAgent 
DispatchAgent 
RetractAgent 
PutAgentData 
QueryAgentStatus 
Agent local service provider 

Provide multiple services. 

Services can be retrieved from a server 
Agent daemon 

Running in every machine an agent will travel to. 
Agent local services: 

Agent execution failure handling and recovery(Agent persistence support) 
Local native interface: 

local execution of a program(.exe) 
read/write local files 

Retrieve/update/delete/add data from/to database, 
script language support 

install/uninstall OCX/COM objects for Windows 

Agent application protocol 

Call Center Application Protocol 
Agent security 

Agent proxy: a placeholder for an agent to control access to the agent 
Agent infrastructure 

a travel itinerary for specifying complex travel patterns with multiple destinations and automatic 
failure handling, 

a white board mechanism allowing multiple agents to collaborate and share information 
asynchronously, 

an agent message-passing scheme that supports loosely coupled asynchronous as well as 
synchronous peer-to-peer communication between agents, 

a network agent class loader that allows an agenf s Java byte code and state information to travel 
across the network, 

an execution context that provides agents with a uniform environment independent of the actual 

computer system on which they are executing. 
Agent Author 

Agent authoring tool 
Agent Repository: 

Place to save and manage all agents 
Agent script language 
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Agent service provider for Windows platform: 

rnM . /"? agent servi f e P ro * der » Windows platform is a COM server which supports multiple agent 
COM interface aggregation and agent retrieval from an agent server. An agent service userfeither an a-cnt 
or a local application with a COM interface) can query agent services from the provider. The provider will 
quay all the local regstered agents to get all of their interfaces and aggregated through it. An agent service 
in Windows platform is a COM interface. 

When an agent user queries a specific agent service(e.g. read from a specific database) the 
provider will query all the local registered agent services and find out if there is one with that service If 
there is one available, it will provider to the user that interface and manages reference counts for interfaces 
If there in no service(COM interface) available, it will provide a callback , then go ahead to request that 
server from agent servers. If the service is available from a server, the agent is downloaded and it calls back 
the user for that service. Otherwise, it notifies the user that the service is not available. 

All the agents downloaded from servers are registered locally for all the interfaces available. The 
provider controls memory/disk usage, too. If the usage exceeds the limit, it will automatically delete least 
used agents until the usage is below the limit. All the services for deleted agents are unregistered When a 
user requests a service not locally available, it will request from an agent server. When it gets the service, it 
downloads that service, saves it locally and registers its services. 
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Agent communication protocol 

GetAgentRequest: a provider to get an agent service from a server 
Indication 
Response 
Confirm 

PutAgentDataRequest: a provider to put data back from an agent execution 
Confirm 

DispatchAgentRequest: a server to dispatch an agent to a provider 
Indication 
Confirm 

RetractAgentRequest: a server to retract an agent from a provider 
Indication 
Confirm 

QueiyAgentStaftisRequest: a server to query for the status of an agent 
Indication 
Response 
Confirm 

Scenarios: 

QD: Create an agent with AgentAuthor 
Specify agent activity 

COM interface to a QD program(e.g. Fix-It) 
Gather information/system data 

(e.g. memory, disk space, hardware/software, registry) 
Run a program 
Run a script block 
Specify an itinerary 
Dispatch the agent 
Report result and update database 
S3: Genie(animation, speech recognition, text to speech) support 
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Call Center Module Interface Design 

Listener to Call Center Interface: 
Listener Management 

GetListenerList 
GetDetailListenerlnfo 
RegisterListener 
UnregisterListener 
Session Management 

GetSessionList 
GetDetailSessionlnfo 
JoinSession 
LeaveSession 
Trans ferSess ion 
InviteToSession 
Resource management 

GetResourceList 
GetDetailResourcelnfo 
Call Center To Listener Interface: , 
Session Management 
StartSession 
InvitedToSession 
TransferredToSession 
FinishSession 
Resource To Call Center Interface: 
resource management 

RegisterResource 
UnregisterResource 
GetResourceList 
GetDetailResourcelnfo 
Guest To Call Center Interface: 
Session Management 

ActivateResource 
JoinSession 
LeaveSession 
Call Center To Guest Interface: 
Session Management 
StartSession 
FinishSession 
Call Center To Database Interface: 
SaveResource 
UpdateResource 
DeleteResource 
LoadResource 
SaveListenerList 
LoadListenerList 
Call Center To Agent Server Interface: 
RegisterAgentSap 
UnregisterAgentSap 
RegisterAgent 
UnregisterAgent 
SendAgentMessage 
Agent Server To Call Center Interface: 
ReceiveAgentMessage 
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Objects: 

AgentServerlnterface 
DatabaseMgr 

CallCenterApplicationProtocol 
GetListenerList 
GetDetailListenerlnfo 
Register-Listener 
UnregisterListener 
GetSessionList 
GetDetailSessionlnfo 
JoinSession 
LeaveSession 
TransferSession 
InviteToSession 
GetResourceList 
GetDetailResourcelnfo 
StaxtSession 
FinishSession 

CallCenterMgr 

AgentServerlnterface 

DatabaseMgr 

ResourceMgr 

SessionList 

ListenerList 

CallCenterApplicationProtocol 
ResourceMgr 

ResourceList 

Session 

ParticipantList 
Resource 
Participant 

Listener inherited from Participant 
Guest inherited from Participant 
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Architectural Stub n qth 

• Scalability and Customization 

• Tight Integration of Data and Telephony 

• Full Web Integration via HTTP tunneling 

• Comprehensive Security 

• Open Standards (HTTP. TSAPI. LDAP, 
T.120. ODBC, Encryption) 

• High Performance 

• Fault Tolerant 



"The Three Cs" of 
Collaborative Computing 

The ActiveTouch Server enables Web solutions 
developers to deliver a new class of enterprise 
computing: Web-based shared workspaces 
that dramatically improve communication 
effectiveness and add value to the bottom 
line. Our collaboration application server 
offers robust functionality for all the critical 
enterprise interactions: inbound, outbound, 
and meet-at-Web. With a feature-rich toolkit 
offering collaborative application assembly, 
the server enables the 3 Cs of Collaborative 
Computing Applications: Commerce, 
Customer Care and Conferencing applications. 

The ActiveTouch Server and its applica- 
tion toolkit redefines the meaning of virtual 
interactivity. A click of a button brings all 
parties together via phone and browser. 
Within the ActiveTouch system, users can 
instantly and securely access corporate data- 
bases and intranets, run software demos, 
review billing information, resolve technical 
issues, or provide real-time customer service 
and support. Conferencing users can jointly 
view the same pages on a site, review and 
annotate the same documents, concurrently 
plan group-project tasks, and save and print 
collaboratively changed documents. 



ActiveTouch Server Exposed 

ActiveTouch Server applications are browser- 
independent, and require no manual client- 
side installation. Their easy deployment 
across an enterprise network (and smooth 
integration with third-party front office and 
call-center applications) belies the server's 
power. The server is comprised of five core 
components: Distributed Data Collaboration 
Services, Distributed Telephony Services, 
Automatic Workflow Distribution Services, 
Threaded Messaging Services, and Session 
Manager. In addition, the Web Client Services 
supports the browser-independent compo- 
nents used for building client applications. 

These five core components can be 
assembled independently or collectively to 
create customized collaborative applications. 
Each server component can be distributed 
across separate machines or all run on the 
same machine. The core components have 
considerable strengths: 
Collaboration Services provide the core data 
services for sharing and annotating text, 
images, applications and Web pages using 
advanced HTTP tunneling. Based on a T/120 
protocol-compatible stack, the Collaboration 
Server supports the ActiveTouch browser 
client as well as Microsoft NetMeeting. It also 
includes the MultiServer coupling system Jhat 
provides tight clustering for scalability and 
fault tolerance. 
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Distributed Telephony Services enable com- 
plete browser-controlled telephony functions 
such as teleconferences, invite, forward, and 
meet-me service, in addition to PBX integra- 
tion. The telephony server can be remotely 
located from the rest of the ActiveTouch 
Server to allow for telephone connections to 
be placed from appropriate remote locations. 
Automatic Workflow Distribution Services 
provide intelligent call and data routing for 
sales and support applications and has an API 
for easy integration with existing call center 
applications. The server provides Automated 
Call Distribution (ACD) functionality for 
Web-initiated calls. 

Threaded Message Services allow website 
visitors to drop off messages in lieu of live 
voice interactions. For example, website 
visitors can drop off messages for particular 
consultants (or a category of consultants) 
on websites. 

Session Manager provides conference setup, 
resource allocation, and multi-tiered security 
and encryption. Enterprise integration API's 
allow data sessions to be tightly integrated 
with enterprise business objects (e.g., PO's. 
change orders) and directories as well as 
providing direct access to databases through 
an ODBC interface. 



Other key features include: 
Web Client Manager supports the browser- 
independent toolkit for building collaborative 
applications. 

Administration Module allows real-time 
monitoring of live sessions and account man- 
agement, useful for customer care services. 
Optional Billing Module tracks real-time 
connections and drop-off messages for billing 
purposes and provides the ability to integrate 
with existing billing systems/ 



Activ.Toucm S«n«.n Foumpatioh 

• Live Oata Collaboration Application Server for Real- 
Time Commerce, Customer Ore and Conferencing 

• Industrial-Strength CTI and T.120 Services over HTTP 

• Built for Enterprise and Service Oass Applications 

• Secure, Scalable, Robust and Reliable 

• Browser Ease of Use and Familiarity - 
100% Web-based 
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ActiveTouch Application 
Scenarios 

The ActiveTouch Server's robust set of 
network services and the power of its synchro- 
nous and asynchronous information exchange 
can bring significant and cost-effective 
benefits for all kinds of enterprise activities. 
The case study and scenarios below illustrate 
how the server can be used to leverage your 
existing Web-based infrastructure and 
holistically manage enterprise resources. 

ActiveTouch Connects Baan Consultants to 
Support All Sides of the Globe 

Baan, one of the world's leading providers of 
scalable Enterprise Resource Planning (ERP) 
' software solutions, adopted the ActiveTouch 
Server for use in the company's Cyber Consult 
service The Cyber Consult strategy created an 
Internet gateway for customers to electronical- 
ly access the expertise 
of Baan consultants, 
via the ActiveTouch 
Server. ActiveTouch 
allows customer pro- 
ject managers to 
instantly connect with 
highly qualified Baan Cyber Consult profes- 
sionals available on the Web and by phone. 




The ActiveTouch Sehver Collabohativ 
Toolkit 

• Schedule and Manage Web-based Meetings 

• Share, Edit, Annotate and Save Documents 

• Share Presentations and Collectively Tour the Web 

• Share Applications and Software Demonstrations 

• Desktop Sharing and Remote Control 

• Share Whiteboards 

• Complete Interactive Forms 

• Swift and Complete Screen Synchronizations for all 
Data Transmissions 

• Launch Microsoft NetMeeting as a server session 

• Silling Option for Phone Sales and Support 

- Complete Integration with Corporate DBMS's via ODBC 



ActiveTouch Server features such as 
Desktop Sharing allow Baan Cyber Consult 
professionals to configure ERP systems direct- 
ly over the Web, and review project flow charts 
and milestones together with customers from 
anywhere in the world. Cyber Consult is 
helping Baan differentiate itself in the highly 
competitive enterprise software market by 
reducing the travel time and cost for its con- 
sultants, while increasing the amount of time 
they spend working with customers. 

Some Typical Applications of the 
ActiveTouch Server 

The scenarios below illustrate a small portion 
of the server's power. The ActiveTouch Server 
can be easily customized for all of the applica- 
tions below and for many more. It's a true 
platform for the widest range of Web-based 
interactive applications. 
Streamline Sales: A salesperson uses an 
ActiveTouch application to give a customized 
presentation to a prospective customer over 
the Web. The prospect asks if his technical 
person at another location can join the meet- 
ing, and he is quickly connected. 

As the salesperson demonstrates the 
product, the prospect and technician ask 
questions. To answer the technician's ques- 
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Thi ActivTouch W.« COLLll.M. rM 
Emvihoiiwmt 

• Completely browser-based for users and 
administrators 

- Requires no manual client installation or complex 
user configuration 

• Very easy to learn and use 

tions, she calls up a data sheet outlining the 
technical specifications. The salesperson 
then directs a Web-tour of the competitor's 
Website to demonstrate that their product is 
not comparable. 

Asked about the price of the product, the 
sales person opens a spreadsheet outlining 
pricing options. When the prospect decides to 
purchase the product, the salesperson helps 
him complete a form on the Web to complete 
the sale. 

Improve Channel Management A global 
enterprise sales force travels frequently and 
works in disparate locations. Communication 
often required multiple phone calls and e-mail 
messages to different people - a situation 
that seldom provided satisfacto7 support and 
did not allow management to measure how 
distributors were being served. 

With ActiveMeetings - a customized 
conferencing application built on the 
ActiveTouch Server - the business unit 
initiated regular distributor conferences to 
keep them up-to-date on new developments. 
Distributors now go to a single location on 
the Internet and check who is available in a 
particular department, and then connect to 
that person. If the person is unavailable, the 
distributor can leave a message and anyone in 
that group will be able to follow-up. 

Enhance Customer Support A customer has a 
software problem. Instead of explaining a 
solution or trading messages by e-mail or over 
a chat line, the specialist uses the ActiveTouch 
Server to view the customer's screen and 
identify the trouble. Using the ActiveTouch 



• Compatible with most firewalls and proxy servers 

• Seamless and integrated PSTN compatibility for 
reliable and familiar audio service 

• Robust, reliable and scalable server-centric; services 
data collaboration 

• Easy integration with call centers and range of 
enterprise applications 

desktop-sharing capability, the specialist takes 
control of the customer system and fixes the 
problem on the spot. 

He refers trie customer to an electronic 
copy of the manual and points out relevant 
information that could circumvent the same 
problem occurring in the future. If the special- 
ist comes across a problem outside of his 
area of expertise, he draws upon the expertise 
of a colleague in another location using the 
server's one-to-many conference-call feature 

Maximize Consulting Services: Running 
against a tight deadline, a designer is able to 
get feedback from' several reviewers working 
in different parts of the country. When the 
concepts are ready, he uses the ActiveTouch 
Server to see if the project lead is available, * 
without worrying about where the lead is 
working at the moment. If available, the 
ActiveTouch Server connects them. The 
designer shows the designs to the lead online, 
who indicates what she would like changed. 
When the suggestions are incorporated, the 
lead invites the manager to see the designs. 
Minor changes are made and the final design 
is approved. 

Those are just a few of the capabilities 
provided by the ActiveTouch Server. All kinds 
of potential data-collaboration applications are 
possible, such as supply chain management, 
corporate training, telemedicine, distance 
learning, and countless others. Truly, sharing 
information on an internal website or the 
Internet is as easy as clicking a button - but 
the enterprise implications are profound. 
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Technical Information 



T.12Q Protocol C»»a«iliti«« 

The ActiveTouch server exploits the capabilities of 
T.izo. a suite of networking protocols established by 
the International Telecommunicationi Union between 
1993 and 1995 for multipoint data communications, 
multicasting, and application sharing. T.izo is rapidly 
gaining support on the Web as a set of industry stan- 
dards for implementing real-time multimedia confer- 
encing environments. 

The T.izo data-conferencing services in the 
ActiveTouch Server support both TCP/IP clients such 
as NetMeeting and the HTTP-based ActiveTouch client 

SacuniTY 

With a public key infrastructure as a foundation, the 
ActrveTouch Server delivers consistent security across 
the server and its components developed for Web 
servers and browsers. The ActrveTouch Server offers 
unsurpassed access-control granularity for data collab- 
oration, from initial access into a server for hosts, join- 
ing a meeting, and unlisting and locking a meeting, to 
protecting Individual documents and applications 
being shared. 

5W9WBITT Featvuiw 

• User password protection 

• Session password and predefined key-entry 

• Unlisted sessions 

• Session lock and unlock functions 

• Secure Socket Layer (SSL) supported server 

• Public/private key-based encryption 

W«t IrtTHQrlwTtOH 

• Browser access to all functionality through 
HTMl/Plug-in interfaces 

• Consistent functionality and Ul between Netscape 
and Microsoft Explorer browsers 

• Comprehensive HTTP protocol support 

• Firewall and proxy-server friendly 

• Customizable Ul through script-driven interface 

PanyostwAteca 

• Capable of supporting tens of thousands of simulta- 
neous voice and data connections 

• Collaboration data compression 

• NT kernel-level integration 

■ Vector-based shared documents 

• All servers can run on separate machines 

e«HRHI»l SO«TWAHi COM»ATI«l.« 

• Architected for Enterprise Business Process 
integration 

' • Business object-based routing' 

• Business object sharing within sessions 

• Archiving and retrieval of sessions into enterprise 
software applications 

AnvAMeen T«l»phq»t am* Won«n.ow 
FlATUfus; 

• Customizable rules-based connection-routing, 
call-back, and call forwarding 

• Connection waiting and conferencing connections 

• Multi-user/multi-session with many-to-many 
connections, and dynamic join and follow 

• Manages the availability of call center associates 

• TAPI/TSAPI interface to PBX 5 

• Supports PSTN /ISDN/Ti interfaces 



Bwowsaw CQMPOrHNTl 

The ActiveTouch Server delivers its full communica- 
tions functionality to conferencing clients/attendees by 
downloading small ActiveX controls or Netscape plug- 
ins to the client machine, dependent on configuration. 
Many ActiveTouch features are also capable of being 
delivered via pure html interfaces. The server performs 
any necessary dynamic version ing control (including all 
driver support) quickly and transparently for subse- 
quent sessions. HTTP tunneling provides compatiblity 
between the browser components and most firewall 
and proxy-server configurations, making the 
ActiveTouch Server the most universally accessible col- 
laboration solution on the market. 

ACTIV«TOUCH iMlTALLATian A» D SUWMI 

The ActiveTouch Server can be installed at your corpo- 
rate site or hosted as an outsourced service by 
ActiveTouch. We will provide prepackaged embeddaHe . 
logic for Web pages, which allows easy incorporation 
of ActiveTouch functionality into web applications by 
other solutions providers and enterprise customers. 

We also provide templates for different applications, 
allowing you to build customized versions through 
incremental changes. Templates for customer support, 
sales, supplier chain, demand chain and consulting 
applications are available, as well as server mainte- 
nance contracts. For information and pricing on all 
ActiveTouch products and services, please use the 
contact information on this page. 

About ActiviTouch 

ActiveTouch recognizes that today's information 
exchange must have a global reach. Cost-effective; reli- 
able methods to transact commerce, conduct meet- 
ings and share information through a combination of 
Web, telephone and network technology will be ever 
more critical for business success. To that end. we 
have developed tools to transform the Web into a live, 
interactive environment for collaboration and com- 
merce, for businesses of all kinds. 

ActiveTouch sells its platform and solutions directly to 
corporations and organizations, as well as OEM's. 
ActiveTouch solutions enable our customers to stay 
competitive, provide better customer service, and 
attract and retain profitable customer relations hips. 

To obtain information about licensing the ActiveTouch 
Server and using it to develop solutions, as wed as 
other ActiveTouch products and services, please call us 
at (408) 732-8046 or visit our website at www.actrve- 
touch.com. We look forward to discussing the future of 
communications with you. 



ActiveTouch, Inc. 

1270 Oakmead Parkway. Ste. 301 

Sunnyvale, CA 94086 

Tel: (408) 732-8046 

Fax: (408) 732-2048 

E-mail: info@activetouch.com 

http://wwwaaivetauch.com/ 



AcbvcTouch. and Aerw cM tcnnp and /or orhcr Atmlbuch produca 
referenced herein are either trademarks e* m i ste red trademarks of 
Aetffre"Rauch. Other product And coinpirrj nomci i mm i a i mi herein ' 
mar be the trademark! of their resptcM owners. 
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CLAIMS 

1 . A method for establishing a call center over the internet, comprising the steps of: 

a) providing a clickable link on a web page serving as a request; 

b) routing said request over the internet to a server; 

c) determining an available terminal for serving said request; and 

d) linking said request with said available terminal. 
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Collaborative Suite 
•Text exchange 
•Whiteboard 
•Web page tour 
•Web page push 
•App sharing 



Collaborative Suite 
•Text exchange 
•Whiteboard 
•Web page tour 
•Web page posh 
•App Sharing 
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Web Server Interface 
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Steikr Server Dispatcher 
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ORB based Web Application Interface(WAI) 
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Stellar Server Dispatcher 
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Oracle Web Server 



ORB based Cartridge Interface 



Stellar Server Dispatcher 



,10 



WO 99/26153 



(0 

03 



c 

■ MM 

o 

o 



0) o 
O co 



c 

CO 



>0 



8/8 
C O) 

o w 
^ c 



v CO 

o c 



Cfl CO 

c/> c 

CD CO 

cos 



PCT/US98/24741 



12 



•i • 

O(0O) 
CO 



o 



0*>. 
"TO 



<D 



co£ jcO 
ISo g in 

w CO 



CO 



JZ o 



1 



r- 



« a o s s 

CO 



